
GE Consumer & Industrial Digital Energy™ UPS Pricelist 
SG Series 80-120 kVA - инсталлируемый трехфазный ИБП с двойным преобр.
Высоконадежный ИБП , доступ с передней панели, резервируемая система охлаждения, выходной изолирующий
 трансф., высокий вых. к-т мощности (0.9),  время работы по запросу, гарантия 1 год

Мощность (кВА)

16288 80kVA with 6 pulse rectifier
16289 80kVA with 6 pulse rectifier w. Class A EMI filter 80
16303 80kVA prepared for 12 pulse rectifier 80
16302 80kVA prep. for 12 pulse rectifier w. Class A EMI filter 80
16484 RPA  kit installed in factory -
16300 5th harmonic filter in UPS cabinet for THDi < 8% -
16301 5th and 11th harmonic filter in UPS cabinet for THDi <6% -
16284 12 p. rect. without galv. separation (in separate cabinet) -
16285 12 p. rect. with galv. separation (in separate cabinet) -
16123 Input isolation transformer in separate cabinet -
16699 Battery fuse box (excluding fuses) -
16695 Battery fuses for 80kVA -
16692 Output cabinet 2x -
16693 Output cabinet 3x -
16694 Output cabinet 4x -

16282 100kVA with 6 pulse rectifier 100
16283 100kVA with 6 pulse rectifier with Class A EMI filter 100
16287 100kVA prepared for 12 pulse rectifier 100
16286 100kVA prep. for 12 pulse rectifier w. Class A EMI filter 100
16484 RPA  kit installed in factory -
16249 5th harmonic filter in UPS cabinet for THDi < 8% -
16270 5th and 11th harmonic filter in UPS cabinet for THDi <6% -
16450 12 p. rect. without galv. separation (in separate cabinet) -
16451 12 p. rect. with galv. separation (in separate cabinet) -
16620 Input isolation transformer in separate cabinet -
16699 Battery fuse box (excluding fuses) -
16696 Battery fuses for 100kVA -
16692 Output cabinet 2x -
16693 Output cabinet 3x -
16694 Output cabinet 4x -

16247 120kVA with 6 pulse rectifier 120

16248 120kVA with 6 pulse rectifier with Class A EMI filter 120

16272 120kVA prepared for 12 pulse rectifier 120

16271 120kVA prep. for 12 pulse rectifier w. Class A EMI filter 120
16484 RPA  kit installed in factory -
16249 5th harmonic filter in UPS cabinet for THDi < 8% -
16270 5th and 11th harmonic filter in UPS cabinet for THDi <6% -
16450 12 p. rect. without galv. separation (in separate cabinet) -
16451 12 p. rect. with galv. separation (in separate cabinet) -
16620 Input isolation transformer in separate cabinet -
16699 Battery fuse box (excluding fuses) -
16697 Battery fuses for 120kVA -
16692 Output cabinet 2x -
16693 Output cabinet 3x -
16694 Output cabinet 4x -

Battery Solutions, 10 year lifetime, matching cabinet(s) * Вес (кг)
16869 runtime 8 min    (1x 75Ah) 1x 990
16906 runtime 11 min  (1x 100Ah) 1x 1170
16903 runtime 28 min  (2x 100Ah) 2x 1170
16904 runtime 40 min  (2x 130Ah) 2x 1680
16907 runtime 63 min  (2x 190Ah) 2x 2110
* Время автономии при номинальной нагрузке и коэф. мощности - PF 0.8
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