
SitePro 150-300kVA - инсталлируемый трехфазный ИБП с двойным преобр.
Высоконадежный ИБП, выходной изолирующий трансф., высокий вых. к-т мощности (0.9),  время работы по запросу, гарантия 1 год

Мощность (кВА) Время авт.раб.(мин)

11676 150 kVA with 6 pulse rectifier 150 -
11819 150 kVA prep. for 12 p. rectifier with galv. separation 150 -
15721 150 kVA prep. for 12 p. rectifier w/o galv. separation 150 -
11786 RPA  kit installed in factory -
11684 Input isolation transformer (in separate cabinet) - -
11690 12 pulse rectifier without galv. separation (in separate cabinet)  - -
11686 12 pulse rectifier with galv. separation (in separate cabinet) - -
11223 Battery fuse box (with fuses) - -
16190
11450
11713
1006135 Cables for common mains* - -
12016 Output cabinet 2x - -
12009 Output cabinet 3x - -
on request Output cabinet 4x - -

11677 200 kVA with 6 pulse rectifier 200 -
11820 200 kVA prep. for 12 p. rectifier with galv. separation 200 -
15723 200 kVA prep. for 12 p. rectifier w/o galv. separation 200 -
11786 RPA  kit installed in factory -
11685 Input isolation transformer (in separate cabinet) - -
11691 12 pulse rectifier without galv. separation (in separate cabinet)  - -
11687 12 pulse rectifier with galv. separation (in separate cabinet) - -
11224 Battery fuse box (with fuses) - -
16191
11706
11714
1006135 Cables for common mains* - -
12100 Output cabinet 2x - -
12122 Output cabinet 3x - -
on request Output cabinet 4x - -

11678 250 kVA with 6 pulse rectifier 250 -
15503 250 kVA prep. for 12 p. rectifier with galv. separation 250 -
15725 250 kVA prep. for 12 p. rectifier w/o galv. separation 250 -
11786 RPA  kit installed in factory -
11692 12 pulse rectifier without galv. separation (in separate cabinet)  - -
11688 12 pulse rectifier with galv. separation (in separate cabinet)  - -
11225 Battery fuse box (with fuses) - -
16220
16268
11440
11393
1006133 Cables for common mains* - -
12057 Output cabinet 2x - -
11986 Output cabinet 3x - -
on request Output cabinet 4x - -

11679 300 kVA with 6 pulse rectifier 300 -
15504 300 kVA prep. for 12 p. rectifier with galv. separation 300 -
15727 300 kVA prep. for 12 p. rectifier w/o galv. separation 300 -
11786 RPA  kit installed in factory -
11689 12 pulse rectifier without galv. separation (in separate cabinet)  - -
11693 12 pulse rectifier with galv. separation (in separate cabinet)  - -
11226 Battery fuse box (with fuses) - -
16221
16269
11451
11702
1006171 Cables for common mains* - -
12103 Output cabinet 2x - -
12123 Output cabinet 3x - -
on request Output cabinet 4x - - 1800x1780x800
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Distortion Control Unit, filter for 5,7,11,13 harmonics, mounted in separate cabinet, for 50Hz

Input filter 11th and 13th harm.,in separ.cabinet,for 50Hz,only with 12 pulse rectifier, no galv.sep.
Input filter 11th and 13th harm,in separ.cabinet,for 50Hz,only with 12 pulse rectifier with galv.sep.

Input filter 11th and 13th harm,in separ.cabinet,for 50Hz,only with 12 pulse rectifier with galv.sep.
Input filter for 5th harmonic with power factor correction, mounted in separate cabinet, for 50Hz

Input filter for 5th harmonic with power factor correction, mounted in separate cabinet, for 50Hz
Distortion Control Unit, filter for 5,7,11,13 harmonics, mounted in separate cabinet, for 50Hz

Distortion Control Unit, filter for 5,7,11,13 harmonics, mounted in separate cabinet, for 50Hz

SitePro 250  - 250kVA

GE Consumer & Industrial Digital Energy™ UPS Pricelist 

Input filter for 5th harmonic with power factor correction, mounted in separate cabinet, for 50Hz

SitePro 150  - 150kVA

SitePro 200  - 200kVA

Input filter 11th and 13th harm, mounted in separate cabinet, for 50Hz, only with 12 pulse rectifier
Input filter for 5th harmonic with power factor correction, mounted in separate cabinet, for 50Hz
Distortion Control Unit, filter for 5,7,11,13 harmonics, mounted in separate cabinet, for 50Hz

Input filter 11th and 13th harm, mounted in separate cabinet, for 50Hz, only with 12 pulse rectifier

Размеры ВxШxГ, (мм)

1800x1100x800

*  In case of common mains and DCU or Filter (input to UPS and bypass), order also the cables

Input filter 11th and 13th harm,in separ.cabinet,for 50Hz,only with 12 pulse rectifier,no galv.sep.
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